
Sheave
O.D.

Wire
Line
Size

Hub
Bore

762mm
30”

25mm 165,05mm
1.00” 6.498”

28mm 165,05mm
1.125” 6.498”

914mm
36”

28mm 225,35mm
1.125” 8.873”

1067mm
42”

28mm 225,35mm
1.125” 8.873”
32mm 225,35mm
1.25” 8.873”

32mm 276,15mm
1.25” 10.873”

1067mm
52”

35mm 347,70mm
1.375” 13.686”

API Roll-Forged™ Sheaves
McKissick® Products has been licensed by the American 

Petroleum Institute to manufacture Roll-Forged™ sheaves  
under API specifications 8C.

4 Sheave diameter range
— 762mm thru 1981mm (30” thru 78”)

4 Wire line size range
— 25mm thru 64mm (1” thru 2-1/2”)

4 Sheaves provided with plain bore, and available for use with  
Tapered Roller Bearings.

4 Grooves are flame hardened to min. RC35.

4 API sheaves must meet the criteria established by the American  
Petroleum Institute for drilling and production hoisting equipment.

4 The wire line grooves in all McKissick® Roll-Forged™ sheaves  
are produced to API Specifications.
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Sheave
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Wire
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Hub
Bore

1397mm
55”

32mm 347,60mm
1.25” 13.686”

32mm 276,15mm
1.25” 10.873”

1524mm
60”

35mm 347,55mm
1.375” 13.686”
38mm 347,55mm
1.50” 13.686”

35mm 352,35mm
1.375” 13.873”
38mm 352,35mm
1.50” 13.873”

1829mm
72”

44mm 394mm
1.75” 15.498”

1981mm
78”

64mm 422mm
2.50” 16.620”


