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HOOKS & SWIVELS
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• For use with wire rope. Suitable for use with Grade 100 and Grade 80 
chain. Working load limit needs to be de-rated to achieve a 5:1 design 
factor.

• Forged alloy steel, Quenched & Tempered.
• Each hook has a Product Identification Code (PIC) for material 

traceability, along with the size and the name Crosby.
• 25% stronger than Grade 80.
• Eye Sling Hooks incorporate QUIC-CHECK® deformation and angle 

indicators. (For detailed information, see the Crosby Value Added page 
at the beginning of this section.)

• When secured with the proper cotter pin through the hole in the tip of 
hook, meets the intent of OSHA Rule 1926.1431(g) and 1926.1501(g) 
for personnel lifting.

• Individually Proof Tested to 2.5 times the Working Load Limit with 
certification.

• Fatigue rated to 20,000 cycles at 1.5 times the Working Load Limit.

Grade 100
Alloy Chain

Size Working 
Load
Limit
(lb)*

Hook
ID

Code
Stock

No.

Weight
Each
(lb)

Dimensions
(in)

Replacement
Latch

Stock No.(in) (mm) C D G J K M N O Q T AA
- 6 3200 DA 1025860 .50 3.34 2.86 .73 .90 .63 .63 .36 .89 .75 .87 1.50 1096325

1/4-5/16 7 - 8 5700 HA 1025869 1.3 4.21 3.90 1.03 1.18 .75 .75 .50 1.15 .75 1.16 2.00 1096468

3/8 10 8800 IA 1025878 2.3 4.99 4.34 1.19 1.53 1.19 1.00 .56 1.40 .94 1.23 2.50 1096515
1/2 13 15000 JA 1025887 4.5 6.36 5.67 1.44 1.78 1.37 1.17 .72 1.67 1.12 1.88 3.00 1096562
5/8 16 22600 KA 1025896 8.4 7.43 6.78 1.88 2.38 1.66 1.44 .88 2.08 1.31 2.03 4.00 1096609
3/4 18-20 35300 KA 1025915 15.0 9.07 7.45 2.25 2.38 1.88 1.63 1.11 2.08 2.44 2.47 4.00 1096609
7/8 22-23 44100 LA 1025924 20.7 10.08 8.30 2.59 2.50 2.19 1.94 1.27 2.27 2.84 2.62 4.00 1096657
1 26 59700 NA 1025933 39.5 12.82 10.30 3.00 3.30 2.69 2.38 1.56 3.02 3.50 2.83 5.00 1096704

1 1/4 32 90400 PA 1025942 105.0 18.19 14.06 4.56 4.25 3.75 3.19 2.00 3.00 4.50 3.88 7.00 1093717
4:1 Design Factor.  *Deformation indicators.

L-1327 Eye Sling Hook

L-1327

Hook Ductility: Compare an 'as forged' hook to the superior quality  
of a Crosby® Quenched & Tempered® hook. Watch video at  

thecrosbygroup.com/QT

SECTION 17
APPLICATION AND WARNING INFORMATION

https://www.youtube.com/watch?v=XtL1aNYODow
https://www.youtube.com/watch?v=XtL1aNYODow

